Journal of Hydrology
http://www.elsevier.com/gej-ng/29/66/

Volume 291, Issues 1~4, 1 June 2004

- A nested catchment approach for defining the hydrological controls on non-point phosphorus transport (218-231) : Todd M. Scanlon, Ger Kiely and Qiushi Xie
- Hydrological process representation at the meso-scale: the potential of a distributed, conceptual catchment model (278-296) : Stefan Uhlenbrook, Stefan Roser and Nils Tilch

Volume 292, Issues 1~4, 15 June 2004

- Statistical analysis of hydrographs and water-table fluctuation to estimate groundwater recharge (198-209) : Sang Ki Moon, Nam C. Woo and Kwang S. Lee
- Landscape controls on the hydrology of stream riparian zones (210-228) : Philippe G. F. Vidon and Alan R. Hill

Volume 293, Issues 1~4, June 2004

- Hydrologic uncertainty processor for probabilistic stage transition forecasting (57-73) : Roman Krzysztofowicz and Coire J. Maranzano
- Rainfall-runoff-soil and nutrient loss relationships for plot size areas of bhetagad watershed in Central Himalaya, India, (137-150) : B. P. Kothyari, P. K. Verma, B. K. Joshi and U. C. Kothyari
- Infiltration excess at the Horton Hydrology Laboratory (219-234) : Keith Beven

Volume 294, Issues 1~4, 15 July 2004

- Nonlinear spectral analysis of flow through porous media with isotropic lognormal hydraulic conductivity (4-17) : Daniele Veneziano and Ali Tabaei
- Runoff generation in karst catchments: multifractal analysis (176-195) : Bruno Majone, Alberto Bellin and Andrea Borsato

Volume 294, Issue 4, 20 July 2004

- Erratum to "Infiltration excess at the Horton Hydrology Laboratory (294-295) : Keith Beven

Journal of Irrigation and Drainage Engineering
http://www.pubs.asce.org/journals/ir.html

Volume 130, Issue 1, January /February 2004

Volume 130, Issue 2, March/April 2004
- Analysis of Clement’s First Formula for Irrigation Distribution Networks (99-105) : Joaquin Monserrat, Ricard Poch, M. Angeles Colomer, and Francesc Mora

Volume 130, Issue 3, May/June 2004
- Application of Data Envelopment Analysis to Studies of Irrigation Efficiency in Andalusia (175-183) : J. A. Rodriguez-Diaz, E. Camacho-Poyato, and R. Lopez-Luque
- Comparative Analysis of Hydraulic Calculation Methods in Design of Micro-irrigation Laterals (201-217) : Gurol Yldrm and Necati Araliolu
- Discussion of “Determining Minor Head Losses in Drip Irrigation Laterals. I: Methodology” (248-252) : Luis Juana, Leonor Rodriguez-Sinobas, and Alberto Losada, Gurol Yldrm and Necati Araliolu
- Discussion of “Determining Minor Head Losses in Drip Irrigation Laterals. I: Methodology” (253-254) : Luis Juana, Leonor Rodriguez-Sinobas, and Alberto Losada, Giuseppe Provenzano

Journal of Hydrologic Engineering
http://www.pubs.asce.org/journals/hr.html

Volume 9, Issue 1, January/February 2004

Volume 9, Issue 2, March/April 2004
- Developing a Watershed Characteristics Database to Improve Low Streamflow Prediction (116-125) : Chuck Kroll, Joana Luz, Brad Allen, and Richard M. Vogel

Volume 9, Issue 3, March/April 2004
- Continuous Hydrologic Modeling Study with the Hydrologic Modeling System (175-183) : Matt Fleming and Vincent Neary
- Simplified Use of Gamma-Distribution/Nash Model for Runoff Modeling (240-243) : Sushil K. Singh
Volume 9, Issue 4, July/August 2004

- Generation of Triangulated Irregular Networks Based on Hydrological Similarity (288-302): Enrique R. Vivoni, Valeri Y. Ivanov, Rafael L. Bras, and Dara Entekhabi

Volume 40, Number 1, February 2004

- Application of Diffusive Tank Model in Drainage Analysis Of Paddy Fields (33-41): Rong-Song Chen and Lan-Chieh Pi
- Multicriterion Decision Making For Flood Control Operations: Theory and Applications (67-76): Shouyu Chen and Zhaocheng Hou
- Use and Effectiveness of Municipal Water Restrictions During Drought in Colorado (77-87): Douglas S. Kenney, Roberta A. Klein, and Martyn P. Clark
- Development and Application of a MODFLOW Preprocessor Using Percolation Theory for Fractured Media (229-239): Yuri Mun and Christopher G. Uchris

Volume 40, Number 2, April 2004

- Effects of Watershed Representation on Runoff and Sediment Yield Modeling (311-319): Vicente L. Lopes and H. Evan Canfield
- Simulating the Impact of Drainage Design in a Cold Climate with Adapt (385-400): Aida Mendez, Gary R. Sands, Berangere Basin, Chang-Xing Jin, and Paul J. Wotzka
- Suwannee River Long Range Streamflow Forecasts Based on Seasonal Climate Predictors (523-532): Glenn A. Tootle and Thomas C. Piechota

Volume 46, Issue 1, January/February 2004

- Statistical Procedures for Evaluating Daily and Monthly Hydrologic Model
Predictions (59-68) : M. E. Coffey, S. R. Workman, J. L. Taraba, A. W. Fogle
• Improving Peanut Yield and Grade With Surface Drip Irrigation in Undulating Fields (99-106) : Authors: H. Zhu, M. C. Lamb, C. L. Butts, P. D. Blankenship
• Tillage and Residue Effects on Runoff and Erosion Dynamics (119 -128) : G. V. Wilson, S. M. Dabney, K. C. McGregor, B. D. Barkoll

Volume 18, Issue 5, April 2004
• Runoff generation from logged and burnt convergent hillslopes: rainfall simulation and modelling (879-892) : Patrick N. J. Lane, Jacky C. Croke, Paul Dignan
• Runoff modelling at two field slopes: use of in situ measurements of air permeability to characterize spatial variability of saturated hydraulic conductivity (1009-1026) : Bo V. Iversen, Per Moldrup, Per Loll

Volume 18, Issue 6, April 2004
• Differential winter stemflow generation under contrasting storm conditions in a southern New England broad-leaved deciduous forest (1105-1112) : Delphis F. Levia Jr

Volume 18, Issue 7, May 2004
• Boundary and border considerations in hydrology (1185-1194) : Ming-ko Woo
• Analytical solution to a bias in the TOPMODEL framework balance (1195-1218) : G.-M. Saulnier, R. Datín
• Geostatistical analysis and conditional simulation for estimating the spatial variability of hydraulic conductivity in the Choushui River alluvial fan, Taiwan (1333-1350) : Cheng-Shin Jang, Chen-Wuing Liu

Volume 18, Issue 8, June 2004
• Exploring streamflow response to effective rainfall across event magnitude scale (1467-1486) : Teemu Kokkonen, Harri Koivusalo, Tuomo Karvonen, Barry Croke, Anthony Jakeman

Volume 18, Issue 9, June 2004
• A fast method of flood discharge estimation (1671-1684) : Yen-Chang Chen, Chao-Lin Chiu

Volume 18, Issue 10, July 2004
• Effects of the catchment runoff coefficient on the performance of TOPMODEL in rainfall-runoff modelling (1823-1836) : Lihua Xiong, Shenglian Guo